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THERMOBILE UK LTD           

11-12 Buckingham Close, Bermuda Industrial Estate, Nuneaton, Warwickshire, CV10 7JT  Tel: 02476 357960 Fax: 02476 357969 Email: sales@thermobile.co.uk Website: www.thermobile.co.uk  
 

Product     Dimensions (mm) Output Fuel SERV Flue OFCERT 

Name     H W D kW C2/D Access Options Licence No 
                

Mobile Units, Manual Ignition               

T16  Direct Fired   450 330 820 18.6 C2/D       

T22  Direct Fired   730 460 1190 25 C2/D       

T40  Direct Fired   800 550 1310 46 C2/D       

T40 110 volt  Direct Fired   800 550 1310 46 C2/D       

T80  Direct Fired   900 630 1690 93 C2/D       

T80 110 volt  Direct Fired   900 630 1690 93 C2/D       

Mobile Units, Automatic Ignition              

TA16  Direct Fired   450 330 820 18.6 C2/D       

TA22  Direct Fired   730 460 1190 25 C2/D       

TA40  Direct Fired   800 550 1310 46 C2/D       

TA80  Direct Fired   900 630 1690 93 C2/D       

ITA30  Indirect Fired   690 490 1250 24 C2/D  150mm CF    

ITA45  Indirect Fired   900 620 1630 46 C2/D  150mm CF    

ITA75  Indirect Fired   980 650 2160 70 C2/D  180mm CF    

IMA 61 Radial  Indirect Fired   1280 710 1990 60 C2/D  180mm CF    

IMA 111 Radial  Indirect Fired   1340 780 2230 101 C2/D  200mm CF    

IMA 111 Radial HP  Indirect Fired   1340 780 2230 101 C2/D  200mm CF    

IMA 150 Radial  Indirect Fired   1510 840 2460 135 C2/D  200mm     

IMA 150 Radial HP  Indirect Fired   1510 840 2460 135 C2/D  200mm     

IMA 185 Radial  Indirect Fired   1520 910 2710 170 C2/D  200mm CF    

IMA 185 Radial HP  Indirect Fired   1520 910 2710 170 C2/D  200mm CF    

Suspended Units               

TAS16  Indirect Fired   300 330 820 18.6 C2/D T  S      

TAS40  Indirect Fired   390 300 1030 46 C2/D T  S      

TAS80  Indirect Fired   460 360 1220 93 C2/D T  S      

TAS800E  Indirect Fired   850 580 1510 95 C2/D T  S      

ITAS30  Indirect Fired   460 390 1200 24 C2/D T  S 150mm CF    

ITAS45  Indirect Fired   530 570 1490 46 C2/D T  S 150mm CF    

ITAS75  Indirect Fired   710 650 2040 70 C2/D T  S 180mm CF    

Free Standing Horizontal Cabinet Heaters, Transportable units for works            

IMAC2000S  Indirect Fired   1370 800 2400 170 C2/D F  S 200mm CF    

IMAC4000E  Indirect Fired   1880 1200 3850 355 C2/D F  S 300mm CF    
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WARMFLOW ENGINEERING CO LTD           

Lissue Industrial Estate, Moira Road, Lisburn, Co Antrim, BT28 2RF  Tel: 028 92621515  Email: sales@warmflow.co.uk Website: www.warmflow.co.uk  
Unit D1, Hortonpark, Hortonwood 7, Telford, TF1 7GX  Tel: 01952 607750 Email: salesgb@warmflow.co.uk Website: www.warmflow.co.uk 

 

                

Product     Dimensions (mm) Output Fuel SERV Flue OFCERT 

Name     H W D kW C2/D Access Options Licence No 
                

Free Standing Vertical Cabinet Heaters              

FSO29  Indirect Fired   2088 865 928 29 C2/D F  S 125mm CF    

FSO44  Indirect Fired   2088 865 928 44 C2/D F  S 125mm CF    

FSO60  Indirect Fired   2168 865 1174 60 C2/D F  S 150mm CF    

FSO88  Indirect Fired   2168 865 1174 88 C2/D F  S 178mm CF    

FSO117  Indirect Fired   2376 785 1473 117 C2/D F  S 178mm CF    

FSO150  Indirect Fired   2376 785 1473 150 C2/D F  S 178mm CF    

FSO175  Indirect Fired   2477 1186 1675 175 C2/D F  S 178mm CF    

FSO205  Indirect Fired   2477 1186 1675 205 C2/D F  S 223mm CF   

FSO235  Indirect Fired   2466 1186 1875 235 C2/D F  S 223mm CF   

100/150 WAH     1910 615 950 29.3 - 44.0 C2/D F  S  R 125mm CF    

200/300 WAH     2240 790 1090 58.6 - 88.0 C2/D F  S  R 150mm CF    

500/600 WAH     2525 1020 1445 146.5 - 175.8 D F  S  R 200mm CF    


